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ML1 Mótorloki 24VAC/DC, 0-10V stýrimerki Reglun - Kalt vatn BELIMO CQ24A-SZ-T 3 x 1.0mm² - Stýrisstrengur

2-way ventill, DN15, kvs 4.8 m³/klst BELIMO C215Q-J
ML2 Mótorloki 24VAC/DC, 0-10V stýrimerki Reglun - Heitt vatn BELIMO CQ24A-SZ-T 3 x 1.0mm² - Stýrisstrengur

2-way ventill, DN50  
HN1 Hitanemi, 50mm, IP65 Hitanemi framrás BELIMO 01DT-1BH 2 x 1.0mm² - Stýrisstrengur

Vasi fyrir hitanema, ryðfrítt stál, 50mm, 1/2" BELIMO A-22P-A06
HN2 Hitanemi, 50mm, IP65 Hitanemi í potti BELIMO 01DT-1BH 2 x 1.0mm² - Stýrisstrengur

Vasi fyrir hitanema í pott, plast VASI-POTTUR
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ML2
Mótorloki - Heitt vatn
Belimo CQ24A-SZ-T

ML1
Mótorloki - Kalt vatn
Belimo CQ24A-SZ-T

ML3

HN1
Hitanemi - Framrás
Belimo 01DT-1BH

HN2
Hitanemi - Í potti
Belimo 01DT-1BH

ML4
Mótorloki - Tæmingarloki
Covna HK60-Q-P-24
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 CQK24A-SR-T
Mótorloki - Flæði
Belimo

2-way ventill, DN15, kvs 4.8 m³/klst BELIMO C215Q-J
ML3 Mótorloki 24VAC/DC, 0-10V stýrimerki Flæðiloki BELIMO CQK24A-SR-T 3 x 1.0mm² - Stýrisstrengur

2-way ventill, DN15, kvs 8 m³/klst BELIMO C220Q-J
ML4 Mótorloki 24VAC/DC, ON/OFF Tæmingarloki COVNA HK60-Q-P-24   3 x 1.0mm² - Stýrisstrengur
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